1 In paragraph 4.4.9, a footnote is added to read as follows:

"4.4.9 An EGCS Record Book should be maintained on board the ship recording maintenance and service of the system including like-for-like replacement. This EGCS Record Book should be available during surveys as required and may be read in conjunction with engine-room logbooks and other data, as necessary, to confirm the correct operation of the EGCS. The form of this record should be provided by the EGCS manufacturer and approved by the Administration. Alternatively, this information may be recorded in the ship’s planned maintenance record system as approved by the Administration. Alternatively, this information may be recorded in an Electronic Record Book* as approved by the Administration. The EGCS Record Book entries should be maintained on board the ship for a minimum period of three years after the last entry has been made.

* Refer to the Guidelines for the use of electronic record books under MARPOL (resolution MEPC.312(74))."

2 In paragraph 5.7.1, a footnote is added to read as follows:

"5.7.1 An EGCS Record Book should be maintained on board the ship recording maintenance and servicing of the emission monitoring and ancillary components as given in the OMM including like-for-like replacements. The form of this record book should be approved by the Administration. This EGCS Record Book should be available at surveys as required and may be read in conjunction with engine-room logbooks and other data as necessary to confirm the correct operation of the EGCS. Alternatively, this information may be recorded in the ship’s planned maintenance record system as approved by the Administration. Alternatively, this information
may be recorded in an Electronic Record Book as approved by the Administration. The EGCS Record Book entries should be maintained on board the ship for a minimum period of three years after the last entry has been made.

Refer to the Guidelines for the use of electronic record books under MARPOL (resolution MEPC.312(74)).